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Xerox Overview

Users installing Embedded for Xerox must have Administrator rights.

Prerequisites
Workflow 7.2.x or newer must be installed. See WorkflowSystem Requirements.
Xerox EIP-enabled device(s), EIP 2.5 or greater
Device Administration password must be set

SNMP v1/v2 enabled and set to default public and private communities
This allows the Xerox registration process to configure authentication settings on the
device; if SNMP v1 or v2 is not enabled configuration of the Xerox device will have to
be manual
SNMP v3 is not supported for the registration process to configure authentication on
the Xerox devices
If default SNMP communities are not being used see guide on modifying embed-
ded.config file to reflect community configuration

Installation workflow
1. Confirm Prerequisites (above)

2. Install the Embedded for Xerox installation package to the server
3. Deploy the Embedded for Xerox package to the MFPs.
4. Configure the MFP via the Xerox web interface

5. Configure the desired functionality on the MFP in Workflow

Workflow Installation Guide 4

1. Embedded for Xerox Overview
1. Embedded for

../../../../../../Content/Topics/Installation/Requirements/System Requirements.htm
../../../../../../Content/Topics/Installation/Embedded/Xerox/Install.htm
../../../../../../Content/Topics/Installation/Embedded/Xerox/Deploy.htm
../../../../../../Content/Topics/Installation/Embedded/Xerox/ConfigAltalink.htm
../../../../../../Content/Topics/Administration/Admin_Workflows/Embedded/Embedded_Config_Overview.htm


Embedded for Xerox installation package on the server

The installation package for Embedded for Xerox must first be installed on the server before it
can be deployed.

Installation Steps
Click 'Next' between each step below to advance through the installation wizard. At any time,
you may click Exit to cancel the installation.

1. Double click on the setup to launch the installer.

2. Accept the license agreement.

3. Select Next on the welcome screen
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4. Confirm the default installation folder or click the ... button to select a different location for the files.

5. Choose the connection setting option:
a. Use Host Name – Only use this if DNS resolution is supported on the device
b. Use IP Address – This setting is recommended for environments with static IP address assign-

ments or DHCP reserved IP addresses. Changing of an IP addresses will require re-regis-
tration.
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6. Enter the Client services URL.

Note: Full Services URL https://[servername]/Services. IP address or hostname are
acceptable when using default port bindings (80/443). Connections to IUM client ser-
vices must use https.

7. Confirm the installation configuration parameters and click Install.

8. When the installation is complete, click Done.
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Embedded for Xerox application to the MFPs

Deployment Steps
1. Navigate to the Workflow webpage.
2. Enter credentials for a user with the Print Audit Administrator Role assigned.

3. Navigate to Embedded from the left menu selection and click on Copiers.
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4. Click Create to setup a new copier and ensure the type drop down is set to the correct
device manufacturer.

5. Enter an easily identifiable name, the IP address of the device, Administrator Password
and the server hosting the Embedded application.

6. If the provided credentials are correct and the application is successfully registered the
device editing page will be displayed with additional configuration options.
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Embedded Copiers

Add embedded devices to the Workflow Embedded list to be able to:

Set authentication options
Configure secure release
Enable prompts
Set pricing for specific output types per system.

Important: Configuration options will vary between Embedded manufacturers.
Some configuration options may not be present for some manufacturers.

You can also configure group-based permission per function on the copier. For example, if you
want to prevent a certain group of users from using the fax function on an embedded copier, you
can add restrictions to the embedded configuration to prevent all users within a group from
accessing the fax function.

1. Select Administration from the ribbon.
2. Select Embedded .
3. Click Copiers.
4. Click Create.
5. From the Type list, select the manufacturer.
6. Enter a name for the Embedded system that you will recognize in a list.
7. Enter the serial number of the device with the embedded software.
8. Click Create. The Editing screen will open and there are many options you can configure. The

options available in each section are described below.

General
Name

Type a unique name for the embedded configuration.

Serial Number

Enter the serial number of the MFP on which the embedded software is running.

Report as printer

To assign this device to a printer that is currently in the Workflow Printers list, start typing the
name of the printer in the field and then select the matching printers as matches are presented.
Leave the field blank otherwise.

Report as user
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being used by a single user, start typing the user name in the field and select the user from the
matching results. Leave the field blank otherwise.

Authentication
Authentication

Choose an option for users to authenticate before accessing this embedded software: 

PIN – Users must enter their PIN code on the device panel.
Card Reader – There is a card reader attached to the device and users can swipe their card to
authenticate. If you choose this option, ensure Card Authentication is enabled in Network and
Authentication settings.
Card Reader or PIN – The user can either enter their PIN code or swipe their card to authenticate.
If you choose this option, ensure Card Authentication is enabled in Network and Authentication set-
tings.
Network – Uses the Network type selected in Network and Authentication settings.

Secure
The Secure option is only available if you have created at least one secure queue.

Change

Click Change to open the Set Release Queue screen. Select the print server and the secure
queue and then click Change again.
The configured queue is now listed in the secure section.

Prompts
Use user profile fields

When enabled, uses only the custom fields specified in the user profile rather than separate
fields defined for the copier.

Disable exact match

When enabled, requires a user to confirm entry a custom field value.

Allow comments

When enabled, allows the user to enter comments pertinent to the print job.

Show summary at end

Presents the user with a summary of their selections on the MFP panel before making copies.

Custom Fields list
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created, you can select one or more custom fields to present to the user on this embedded
device. All checked fields will be presented to the user. See Create a Custom Field for details.

Pricing
Pricing

Set individual pricing options for each device function. Click on the link in the Type column to
open the Edit Activity screen.

If pricing options are set within an Application, User Profile, or Printer Profile, these
prices are overridden. Refer to How Rules are Processed for details.

Restrictions
Add

To optionally place restrictions on either the types of jobs or the type of output that can be gen-
erated from this embedded device, click Add.
Restrictions can be based on

All,
All Copies
All Faxes
All Prints
All Scans
Color Copies
Color Prints
Mono Copies
Mono Prints.

For example, if users belonging to the Admin Group are allowed to use this device for faxing, but
all other users are not permitted, you can create two restrictions to permit/deny users:

First, add a restriction to set the Type to All Faxes, set Allow to Yes, and set the Group to Admins
(for example).
Create a second restriction and set the Type to All Faxes, set Allow to No, and set the Group to
<All Users>.

If the user accessing the embedded device authenticates as a member of the Admins group, the
first restriction is followed and the user is permitted to use the fax function. If however, a user
authenticates but is not identified as a member of the Admin group in the first restriction, the
second restriction applies and the user will be permitted to access the fax function.
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Embedded Profile

An embedded profile allows an Administrator to control the configuration of all devices assigned
to it. Configurations for Authentication, Secure, Prompts, Activities and Restrictions can be con-
trolled from the Profile. Individual Copier entries will still need to be created. However, by spe-
cifying an Embedded Profile, configuration settings are maintained using the Profile.

Important: These profile settings cannot be overridden in the Copier Configuration
settings. All devices in a profile will share the same configuration.

Follow these instructions from the beginning to create a new Embedded Profile. If you simply
want to edit an existing Embedded Profile, click the profile name on the Embedded Profile page
and make the desired changes.

1. Select Administration from the ribbon.
2. Select Embedded → Profiles.
3. In the Embedded Profile screen, click Create.
4. Type a unique name for the profile. For example "Sales Division" if the profile will manage all the

embedded devices on the sales division

General

Name - Is specified when creating the Copier entry. This entry may be modified.
Serial Number - Serial number of the MFP specified when creating the Copier entry. This entry
may be modified.

Release queue –The release queue associated with the Copier Entry. A dropdown is not available
if no secure queue for the MFP has been created. If necessary, first create a queue.
Profile – The embedded profile(s) available for use with type of embedded.
Report as printer – Use this to select an already existing Workflow printer with which to associate
the copier. For example, if there is an MFP in the office that users print to which is already in the
Workflowdatabase, choose that MFP here for the copier so that all transactions are reported as the
same printer. If a printer is not selected here, Workflow will record transactions for this copier as
the copier name.
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